Rugged Keyboard and Keyboard Mount System

Cbﬁmunication]
[ Docking

-

Havis Rugged Keyboard

P65 Rated (Ingress Protection Rating)

Communication interface USB 1.1 or 2.04-bay chargers

Standard USB (+5V DC + 10%) connection with water
resistant cap (not Bluetooth compatible)

USB allows for connection to docking station or directly
to computing device

89 Keys (US key layout)

12 Function keys for easy operation (Emergency, Lighting,
Brightness, Volume)

Easy to self-install, as computer will detect and install drivers
once keyboard initiates, drivers are standard plug and play.

Light weight keyboard (2 Ibs.)

Capacitive technology allows Multi-Touch 2 Finger
Mousepad (cursor and scroll function)

Red monochrome illumination backlight for reduced eye
strain

Emergency Button (sends Shift + F1 key sequence to
connected computer)

Silicone material covering for easy cleaning of keyboard with
a soft cloth and a non-corrosive cleaning solvent

Compatible with MAC, Microsoft Windows 10/7/8/Vista /
Xp/2000/ME/98.

Includes Havis Rugged USB Backlit Keyboard (KB-101)
J i | CODE: )
LN\ TECh MNT-HAV-KEY and Patent Pending Keyboard Mount (C-KBM-201)

Havis Keyboard Mount

Innovative integrated forward/backward function from front
with 3.875 rangeSingle bay chargers

Unique integrated easy quick release functionality from front
to remove keyboard easily5-bay chargers

Made of high performance pc-abs thermoplastics
resulting in outstanding strength, heat resistance,
feature definition, and surface finish

Primary mounting plate is glass fiber polymer
reinforced for extra durability
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Rugged Keyboard and Keyboard Mount System

One touch button illuminates
red monochrome backlight

Accessories

Part Number | Description Mounting

Pattern Specifications Testing
~ . VESA75 58" (14.8 cm) x 11.3” (28.6 cm) x 0.4” (1.1cm) Vibration Testing:
KB-101 USB Backiit Rugged Keyboard | | 1)\ \ips | 2.0 Ibs (091 kg) MIL-STD 810G 514.5

Impact Test: Crash Simu-

Patent Pending Keyboard VESA 75 92" (234cm)x6.4” (163 cm)x14”(36cm) lation per SAE J1455

C-KBM-201 | \yount 10 Ibs (045 kg)

Environmental Testing:

USB Backlit Rugged Keyboard Hot/Cold Operation and

92" (23.4cm)x 113" (286 cm)x 14" (36 cm )

PKG-KB-201 | and Patent Pending Keyboard | VESA75 Storage
Mount 301bs (1.36 kg) Keyboard Certifications:
CE, FCC, RoHS

Have you considered the Havis Touch Screen Display?

Havis Touch Screen Display (TSD-101*) was specifically designed to attach to the optional C-DMM-2000 series Dash Monitor Mounts,
allowing for rapid ergonomic articulation adjustments by the driver or passenger allowing for a full range of motion to maintain good
posture, minimize strain, and reducing glare.

VES

* for use with Havis Dash Mounts
(C-DMM-2000 series)
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